PILZ

THE SPIRIT OF SAFETY

PSEN cs4.2a /PSEN cs4.1 1unit 541211
=——— RFID safety switch 2 safe semiconductor outputs, connection cable 5 m,
A R one direction of actuation IP6K9K, operating distance 11 mm, Sao = 8 mm,
Y 4 \ Sar =20 mm, PU = 1 piece unique, fully coded switch with actuator.

TexHu4eckne xapakTepucTmku

CornacoBaHnus: CE;cULus Listed; TUV;FCC;IC
MpuHUMN gaTyuka: TpaHcnoHaep

Tun nporpamMMMpoBaHuS: YHuKansHoe nporpaMMmpoBaHme
YUucno Bbixogos OSSD: 2

Yuncno BxoaoB: 2

Twvn coeguHeHns: 5m Kabel

HanpspkeHne nutanus (V): 24,0

Tun NUTaOLWEero HanpsKeHUs: DC

notpebnsemas mowHocte DC: 1.0W

"apaHTMpoBaHHas 4anbHOCTb 8.0 mm

NepeKnioYeHns:

FapaHTMpoBaHHOE paccTosiHue Bbibpoca: 20.0 mm

Twun 3aWwmThbI, KOPNYC: IP6K9K

Pasmep no wmpuHe: 26.0 mm

Paamep no BbicoTE: 37.0 mm

Paamep no rnybuHe: 18.0 mm

Bec 6pyTTO: 27549

Bec HeTTO: 215¢

Okpy>xatoLas TemnepaTypa: -25-70°C

Pilz GmbH & Co. KG, Felix-Wankel-Strasse 2, 73760 Ostfildern, Germany cTpaHuua 1/2



PILZ

THE SPIRIT OF SAFETY

[ononHuTteneHble npuHagneXxXHocTu

540334 PSEN/PDP67 M12-8sm screw terminals

l 540130 SDD ES ETH

540132 SDD ES PROFIBUS
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