PILZ

THE SPIRIT OF SAFETY

S1IM 24VDC IM 0.01-15 A 828010

Current monitoring relay for monitoring max. current values; 12 measuring
ranges 0.01 - 15 A selectable; 0, 40 - 400 Hz; Width: 22.5 mm; UB 24 V
DC.

TexHu4eckne xapakTepucTmku

CornacoBaHusi: CE;cULus Listed;CCC

Onuun NpUMEHEHUS: MoHUTOPUWHT TOKa

Hanpspkenne nutanusa (V): 24,0

Tun nuTatoLLero Hanps>KeHNs: DC

Twun KNnemwmbl: BuHTOBas knemma

Tun KNEMMBbI: dMKCMpOBaHHbIN

Pexxumbl paboThbi: O6bI4HO OTKMHOYEHHBIN pexum;Coon 3anmpaHna;OwmnbdoyHoe

3annpaHns; OBbbIYHO BO3BY>KOEHHbIN PEXUM

Yuncno JOMONMHUTENBHBLIX KOHTAKTOB: 1

Paamep no wunpuHe: 22.5 mm
Paamep no BbicoTe: 87.0 mm
Pa3wvep no rnybuHe: 121.0 mm
Bec 6pyTTO: 135¢

Bec HeTTO: 1259
OkpyxatoLaa rTemnepartypa: -15-55°C
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