Flow Sensors

Probe « Short thread

Series STK 400

G1/4 thread
G1/2 thread

Stainless steel

Design

Dimensions

Detection range
Water
Oil
Sensor length
ID-No.

Type

[ecm/s]

[mm]

Medium temperature [°C]
Temperature gradient [K/min]
Start-up time typ. [s]
Reaction time typ. [s]
Compressive strength [bar]
Sensor material

Protection [EN 60529]
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P10402 P10404 P10408 P10410
STK 412 K-A4 STK 412 S-A4 STK 421 K-A4 STK 421 S-A4
-20...+480
8 (2...15)

2(1...13)

AISI 316 Ti e different material on request
IP 68 IP 67 IP 68 IP 67
2 m PVC-cable M12 connector 2 m PVC-cable M12 connector

4x0.25 mm?2 4x0.25 mm?2

Ton]e sou s sou

Me;sfghler >WH Z SKZ 400 Messfiihler 53y g SKM 420 Messfuhler [y 123 SKM 522

robe 4 BK c Probe 1BN - Probe 1BN 3

Amplifiers required: SKM..., SKZ..., see page 1.71 - 1.75

connecting cable type SLG 4-2 (Z00445), SLW 4-2 (Z00446), see page 1.99
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